
NOTES:

ASSEMBLED CONNECTOR INTERFACE IS DESIGNED IN ACCORDANCE WITH MIL-STD-348.1.

DESCRIPTION MATERIAL FINISH
Table 1

CONTACT BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 GOLD PLATE PER ASTM B488
LOCKING RING PHOSPHOR BRONZE PER ASTM B139, C54400, TEMPER HD N/A

WASHER BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700

CLAMP BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700

WASHER BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700
INSULATOR TEFLON PER ASTM D1710, TYPE 1, GRADE 1, CLASS A. N/A

GASKET SILICONE RUBBER PER A-A-59588 N/A
COUPLING NUT BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700

CONTACT FINGER BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700
BODY BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700

CLAMP NUT BRASS PER ASTM B16, C36000 ALLOY, TEMPER H02 SILVER PLATE PER ASTM B700
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