£LECTRONICS MFG. CORP

NOTES:

1. ASSEMBLED CONNECTOR INTERFACE IS IN ACCORDANCE WITH MIL-STD-348.

2. MATERIALS:
BODY:

3. FINISH:

CONTACT:
INSULATOR:

CONTACT:
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1/4-36 UNS—2A THD

CORROSION RESISTANT STEEL PER ASTM A582

BERYLLIUM COPPER PER ASTM B196
TEFLON PER ASTM D1710

PASSIVATED PER QQ-P-35
GOLD PLATED PER MIL-G-45204

4. STAMP BAG PER F.0. INSTRUCTIONS.
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DELTA ELECTRONICS MFG. CORP. Beverly, MA 01915

TOLERANCES: UNLESS OTHERWISE SPECIFIED;
DECIMALS = +.005, FRACTIONS = 11/64, ANGLES = £1/2°

THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY

. CORP, AND SHALL NOT
REPRODUCED, OR COPIED, OR USED AS THE BASIS FOR THE
MANUFACTURE OR SALE OF APPARATUS OR DEVICES WITH-
QUT THEIR EXPRESS WRITTEN CONSENT.

T 'SMA’ (F) BULKHEAD RECEPTACLE
MATERIAL:
SEE NOTE 2
FINISH:
SEE NOTE 3
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