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1. ASSEMBLED CONNECTOR INTERFACE IS DESIGNED IN ACCORDANCE WITH MIL-STD-348. 0-80 UNC-28 SCREWS
2. ALL MOUNTING SCREWS SHIPPED LOOSE. - 1 PER ASSEMBLY
SPLITLOCK 316L STAINLESS STEEL N/A
HEX NUT 18-8 STAINLESS STEEL N/A
/ DIMENSIONS ARE IN INCHES NAME DATE
SCREW 18-8 STAINLESS STEEL N/A IOUANCES: T R £ Voo
SCREW 18-8 STAINLESS STEEL PASSIVATE PER SAE-AMS-2700 ANGULAR: MACHS 186D 1| crecreo | AdK_ (272272019
CONTACT BERYLLIUM COPPER PER ASTM B196, C17300, TEMPER TDO4 GOLD PLATE PER ASTM B488 THREEPLACEDECIMAL £005 (=010 S (PPA
AN CRIVICAIT K MFG APPR. MCD 2/22/2019
BLOCK BRASS PER ASTM B16, C36000 ALLOY, TEMPER HO2 GOLD PLATE PER ASTM B483 X0 ot oA v 22019
GASKET SILICONE RUBBER PER A-A-59588 N/A — SEETABLE | WHGHT (o) 701
INSULATOR TORLON 4203 (POLYAMIDE-IMIDE] PER MIL-P-46179 N/A SEETABLE |
BUSHING CORROSION RESISTANT STEEL PER ASTM 582, 30300, COND. A PASSIVATE PER SAE-AMS-2700 FILE NAME: 8869000G91P-095
DESCRIPTION MATERIAL FINISH PROPRIETARY AND CONFIDENTIAL
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