ROHS COMPLIANT

SPLIT WASHER

- 2 PER ASSEMBLY
HEX NUT

- 2 PER ASSEMBLY

1. ASSEMBLED CONNECTOR INTERFACE IS DESIGNED IN ACCORDANCE WITH MIL-STD-348.
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2-56 SCREWS
- 2 PER ASSEMBLY

2. ALL MOUNTING SCREWS SHIPPED LOOSE.
SPLIT LOCK 316L STAINLESS STEEL N/A
HEX NUT 18-8 STAINLESS STEEL N/A
SCREW 18-8 STAINLESS STEEL N/A
SCREW 18-8 STAINLESS STEEL PASSIVATE PER SAE-AMS-2700
CONTACT BERYLLIUM COPPER PER ASTM B196, C17300, TEMPER TD04 GOLD PLATE PER ASTM B488
BLOCK BRASS PER ASTM B16, C36000 ALLOY, TEMPER HO2 GOLD PLATE PER ASTM B488
GASKET SILICONE RUBBER PER A-A-59588 N/A
INSULATOR TORLON 4203 (POLYAMIDE-IMIDE) PER MIL-P-46179 N/A
BUSHING CORROSION RESISTANT STEEL PER ASTM 582, 30300, COND. A PASSIVATE PER SAE-AMS-2700
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0-80 UNC-2B SCREWS

- 5 PER ASSEMBLY

DIMENSIONS ARE IN INCHES

TOLERANCES:

FRACTIONAL£1/64

ANGULAR: MACH# 1° BEND 1°

TWO PLACE DECIMAL ~ +.01

THREE PLACE DECIMAL #.005
CORNER BREAK = 005
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SMPM PCB MOUNT RECEPTACLE
MALE - SMOOTH BORE

ENGINEERING DATA:

WEIGHT (g): 12.87

6 POSITION

SIZE | DWG. REV.
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